
POUR TYROLIENNE
             FOR ZIP LINE

1x

BG 12 DEKAx 9

CT/WLL 35kN

BG 12
DEKA

EN 15567-1
EN 13411-1/7

MAX 800M

x9 BG 12

x1 
ZAZA2 BIGZIP

PLAQUE DE 
GUIDAGE INOX 
GUIDING PLATE 

STAINLESSx2

HR 4T750
HS 3/4"

BG 12

DEKA = 45 Nm

x130 kN

ø 12

TYROLIENNE 
ZIP LINE

CÂBLE DE
SÉCURITÉ
SAFETY
CABLE

OUTIL à SERTIR 
CRIMPER

NOTICE TECHNIQUE 2018-V1.0 
TECHNICAL DOCUMENT 2018 V1.0

EN 15567-1       
EN13411-3       

STANDARDS 
ACCT

ACIER INOXYDABLE     

STAINLESS STEEL 

INOX 316 L

or 1/2"
ACIER/STEEL

zaza 2 BIGZIP

DEKA
OBLIGATOIRE !
MANDATORY !

zaza 2 BIGZIP

800 m MAX

   NORMES
STANDARDS

CÂBLES ø12 or  1/2" 
     ÂME METALLIQUE 

OK !    METALLIC CORE

EXEMPLES DE FIXATIONS / EXAMPLES OF FIXATIONS

Chain Ø 10/13
Grade 80 mini

Evaluation de la résistance des supports /Evaluation of the resistance of supports
 Prevoir une note de calcul de charge du câble/ Plan a note of calculation of load of the cable



Operation 1

Operation 2

NORMES DE MONTAGE
STANDARDS OF ASSEMBLY

EN 15567-1
EN 13411-1/7 
STANDARDS - ACCT

x9

BG 12 DEKA = 45 Nm

= MONO CABLE

Même sens de montage
Same assembly direction

PLAQUE DE GUIDAGE  OBLIGATOIRE ! 
MANDATORY GUIDING PLATE   !

x2 = HR4T750 - HS 3/4"

Operation 3

OUTIL DE
TRACTION

TENSION

POSITIONNEMENT DE L'OUTIL de TENSION 
POSITION TENSION TOOL

TOOL TRACTION 

=Ø16 standard  N =  ZIPLINE  <800m            CT/WLL 3500Kg



RECOMMANDATION DE MONTAGE
     RECOMMENDATION of ASSEMBLY

PLATINE = POSITION VERTICAL
     PLATE =VERTICAL POSITION

Operation 4

= OBSERVER LE SENS DE CIRCULATION DU CROCHET
  OBSERVE THE DIRECTION OF CIRCULATION OF THE SAFETY HOOK

BG

=TENSION SOUPLE
  FLEXIBLE TENSION 

TENSION MAXI = 3500 daN 
MAX TENSION

Evaluation de la résistance des supports /Evaluation of the resistance of supports
Prevoir ue note da calcul de charge du câble/ Plan a note of calculation of load of the cable

NORMES DE MONTAGE
STANDARDS OF ASSEMBLY

EN 15567-1
EN 13411-1/7 
STANDARDS - ACCT
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